
 Threaded Conduit Bodies  

A conduit body is defined as a separate portion of a conduit or tubing system that provides 
easy access through a removable cover to the interior of the raceway or tubing system. 
Provides access inside raceways for wire pulling, splicing, inspection, and maintenance. 

• Suitable for use in wet locations

• Suitable for use in cement

• Used to make bends in conduit systems

• Used to change direction of conduit runs

Conduit Body Type LL 

Part Number Size [mm] 

T/RBLL/20 20mm 

T/RBLL/25 25mm 

T/RBLL/32 32mm 

T/RBLL/40 40mm 

T/RBLL/50 50mm 

T/RBLL/63 63mm 

Conduit Body Type LR 

Part Number Size [mm] 

T/RBLR/20 20mm 

T/RBLR/25 25mm 

T/RBLR/32 32mm 

T/RBLR/40 40mm 

T/RBLR/50 50mm 

T/RBLR/63 63mm 

Conduit Body Type LC 

Part Number Size [mm] 

T/RBLC/20 20mm 

T/RBLC/25 25mm 

T/RBLC/32 32mm 

T/RBLC/40 40mm 

T/RBLC/50 50mm 

T/RBLC/63 63mm 



Conduit Body Type LB 

Part Number Size [mm] 

T/RBLB/20 20mm 

T/RBLB/25 25mm 

T/RBLB/32 32mm 

T/RBLB/40 40mm 

T/RBLB/50 50mm 

T/RBLB/63 63mm 

Conduit Body Type LT 

Part Number Size [mm] 

T/RBLT/20 20mm 

T/RBLT/25 25mm 

T/RBLT/32 32mm 

T/RBLT/40 40mm 

T/RBLT/50 50mm 

T/RBLT/63 63mm 

Conduit Body Type TB 

Part Number Size [mm] 

T/RBTB/20 20mm 

T/RBTB/25 25mm 

T/RBTB/32 32mm 

T/RBTB/40 40mm 

T/RBTB/50 50mm 

T/RBTB/63 63mm 

 Threaded Conduit Bodies  

Conduit Body Type CB 

Part Number Size [mm] 

T/RBCB/20 20mm 

T/RBCB/25 25mm 

T/RBCB/32 32mm 
T/RBCB/40 40mm 
T/RBCB/50 50mm 
T/RBCB/63 63mm 




